
1. Determine the airchain delay path:

2. Plug things in:

3. Select the JUSTIN 808 AES Airchain path:

Single or dual audio 
processors with the 
JUSTIN 808 in the 
HD1 airchain

Dual audio processors 
with the JUSTIN 808 in 
the FM airchain

Connect receive antenna

Loop AES audio through
the JUSTIN 808 per Step 1

Connect AC mains power
DO NOT CONNECT network cable at this time

Select  Analog FM  or  
Digital HD1 per your 
con�guration in step 1

NOTE: 
If JUSTIN 808 is installed in the 
HD1 airchain, increase your 
existing FM-path Diversity 
Delay by one-half second

continued

START HERE Read steps 1 – 7 before powering-up the unit.



4. Tune the JUSTIN 808 to your station:

Set receive frequency and verify good FM and HD1 signal quality.

7. Verify alignment:

When the JUSTIN 808 calculates the time misalignment, it 
will begin adjusting its delay based on default settings.

5. Set time o�set:

Adjust  Time Zone and  DST setup for your location.

Correct local date and time will NOT display at this point 

6. Networking Setup:

Select either  [DHCP]  or  [Static IP]  settings manually. (Static IP is the preferred and most reliable IP mode.)

You may connect network cable at this time


